
PHYSICAL PROPERTIESNoBee-300 is made from the highest grade of soy 
methyl esters which are produced through the 
transesterification of pure soybean oil.

NoBee-300's "built-in" environmental and safety 
related properties make it an ideal alternative to 
solvent based cleaning formulations.  NoBee-300 is 
non-toxic, non-hazardous and it is biodegradable.

NoBee-300 is essentially odor free and it has a 
Flash Point higher than 300° F.

• Non-toxic...Non-caustic...Non-hazardous

• Biodegradable

• Essentially odor free

• Non-hazardous Air Pollutant

• Non-Ozone Depleting

• Flash Point Higher than 300° F

In addition to mastic removal, NoBee-300 may also 
be used as a general industrial cleaner for grease 
and oils, tools, parts, adhesives and tars or asphalt 
removal.

NoBee-300 is packaged in either 55-gallon drums or 
5-gallon pails with easy-to-pour spouts.

American Coatings Corporation's (ACC) liability regarding this product is limited to the replacement of any materials which are found to be defective by ACC's 
laboratory.  The user shall be solely responsible for determining the suitability of this product for each project onto which it is intended to be used. ACC makes no 
warranty, expressed or implied, with regard to this product.
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NoBee-300
Soy Based Cleaner & Mastic Remover

100% Natural & Biodegradable

Product Description

Consistency

Boiling Point

Flash Point

VOC

Vapor Pressure @ 72° F

K-B Value Range

Specific Gravity

Color

Odor

Rinse Action

Evaporation Rate

Soy Methyl Ester

Liquid Concentrate

Over 400° F

Higher than 300° F

Less than 50 g/l

Less than 5mm Hg

56 - 58

.88

Clear to amber

None to typical vegetable

Good

Slow
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